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Models using Kysor Gauges

All W agner & Ranger

SECTION: 7-2 (Cab & Cowl)

ATTENTION: PARTS AND SERVICE MANAGERS

SUBJECT: NEW GAUGES FOR WAGNER AND RANGER MODELS

Allied Systems Company is replacing the original Kysor gauges on Ranger and Wagner product
lines. The Kysor gauges and senders are no longer available. When replacing a Kysor gauge and
or sender, you must replace BOTH COMPONENTS. Individual replacement of separate gauges
or senders is not possible. Contact the ASC service parts department if you require more
information. Please see the following table which shows obsolete gauge and sender part
numbers and their replacements.

Old Kysor Parts Replacement Parts
Gauge PN Sender PN Gauge Gauge PN Sender PN 24V Bulb /S ocket
236401 236410 (R13822) Transmission Oil Temp 242437 242463 242497 /250141
R13749 R13822 Converter Oil Temp 242437 242463
236402 (R13748) | 236411 (R13823) E ngine Water Temp 242436 242462 242497 /250141
236403 (R13751) Voltmeter 242439 242497 /250141
236404 Fuel 242491 242497 /250141
236405 Hourmeter 242485 242497 /250141
236406 Tachometer 242486 242497 /250141
236407 (R13750) | 236412 (R13824) E ngine Oil Pressure 242438 242461 242497 /250141
236408 236413 Transmission Qil Press. 242487 242496 242497 /250141
236409 Air Pressure 242488 242497 /250141
237320 Fuel 242625
237321 236411 E ngine Water Temp 242489 242462
237322 236410 Transmission Oil Temp 242490 242463
237323 Tachometer 242486
237324 236413 Transmission Oil Press. 242492 242496
237475 236412 E ngine Oil Pressure 242493 242461
237487 Voltmeter 242494
239999 Ammeter 242495 242497 /250141

Allied Systems Co. reserves the right to make changes to new equipment without incurring the obligation to make such changes to

equipment previously manufactured.
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